REPLY TO BIDDER'S QUERIES
k Bid Document No.: CUGL/C&P/TEN2526/09 dated
~ |Bid Document for the Rate Contract for Procurement of cascades for City Gas Distribution project of M/s. Central U. P. Gas Limited, for the period of 01 year
=% : Y PO / ) P ! 21.05.2025 (NIC Tender ID : 2025_CUGL_236078_1)
Clause No. Clause Details Bidder’s Queries/ Observation/Comments CUGL Response
Technical
Specifications/Scope of | Ciyil en Y % i.e. foundati A - .
gineering work i.e. foundation, trenches etc. shall be arranged by Owner. RN iV e é X
Supply The Vendor shall submit foundation and other drawings indicating requirement <m=n_n.= scope is limited to providing foundation layout only for the CNG cascade being Bidder's understanding is correct.
Instruction to Bidders of work to be carried out by Owner. supplied to CUGL
Page No. 96
Schedule of Rates Supply of CNG Stationary cascades including design, engineering,
manufacturing, assembly, shop testing, inspection, commissioniong spares, ¥ 5 1db 0 D
Page No.119 packaging & forwarding, insuarance Unloading shall be done on leveled ground only and shall not be mounted on top of the ounting over.compyesso BOLCoE redpis _.= el ] .
and delivery to site/ store (75 WL x 40 = 3000WL, horizontal configuration ) as n%:MM_AMmmmc_,. . < 4 compressor packages only which are quite few in no. Rest of the cascades will
per OISD 179,15:7285 -(Part-2): 2004 , Gas Cylinder Rules , PNGRB T4S & CUGL be unloaded on level ground. :
Schedule of Rates Supply of CNG Stationary cascades including design, engineering,
manufacturing, assembly, shop testing, inspection, commissioniong spares,
Page No. 120 packaging & forwarding, insuarance and delivery to site/ store (75 WL x 60 = Unloading shall be done on leveled ground only and shall not be mounted on top of the Accepted A
4500WL, horizontal configuration ) as per OISD 179,15:7285 -(Part-2): 2004, compressor. §
Gas Cylinder Rules ,PNGRB T4S & CUGL Technical Specification
Technical
Specifications/Scope of ;
Supply ) GAS CYLINDER RULE 2004 Standards for CNG Storage and Gas Cylinder ) GAS CYLINDER RULE 2025 Standards for CNG Storage and Gas Cylinder OK
2.2 CNG Specification Rules as per latest amendments. Rules as per latest amendments of April 2025.
Page No.98
Technical @ The overall dimensions, (cylinders are kept horizontal), shall not exceed
Specifications/Scope of  |Length-5500 mm, Width-2000mm. and Height-1800 mm for 4500 WL ot g 2 Ldi ‘
Supply Stationary Cascade. Please refer GA drawings submitted with the tender for actual dimensions
Technical Specifications (8.3) W 50 H Accepted.
Page No. 100 @ The overall dimensions, (cylinders are kept horizontal), shall not exceed 3000 WL - 3640 mm (L) x 1875 mm (W) x 1850 mm (H)
Length-4000 mm, Width-2000mm. and Height-1800 mm for 3000 WL 4500 WL- 5258 mm (L) x 1875 mm (W) x 1850 mm (H)
Stationary Cascade.
Technical The frame structure of each cascade shall be capable of withstanding 4g impact
Specifications/Scope of | (four times gravity) from any direction without any distortion. Vendor to test
Supply one frame for satisfactory performance, strength and stability.Test résults /
Calculations and report shall be submitted to CUGL. : % ol e erovided A e
Cascade Frame Only 4G Mathematical calculation shall be provided. ccepted.
Supplier shall submit structural drawing of the frame giving details of the steel,
Page No. 101 welding procedure, corrosion protection for approval of CUGL before
commencing fabrication work.
Technical Painting Not applicable as entire cylinder shall be painted WHITE without red on the cylinder neck
Specifications/Scope of  |Cylinders shall be painted as per Gas Cylinder Rules/IS code as follows: as per latest code requirement of 154279.
Supply
White color on cylinder body
Painting Signal red on cylinder neck
Portion Yellow color on frame “ Accepted.
Page No. 102
The paint shall be chosen, primed and applied as to have a service life of ten Also, the cylnders offered are to be retested every 3 years.Hence, paint life of 10 years is
years. The exterior surface is required to be corrosion free for ten years and to irrelevant. L
have fade free life without oxidation of paint surface for five years in an s 2
environment of bright sun light with an intense UV CONTENT.
Technical
Specifications/Scope of Kindly clarify make of Cylinder Neck Valves
Supply : i ‘ L " ¢ S
8.5 Specifications of valves M_u_onn.wmmﬁ__wﬂm Mﬂﬂﬂﬂﬂm“mﬂ“ﬂi\yomroz\ /EARKER make only,of EKC recommends Tekno/Vanaz Accepted subject to submission of PTR during detailed engineering.
Page No. 103
Kindly confirm \
\
Technical DH
Specifications/Scope of ot
Supply M‘
09.0 STATIONARY CASCADES|09.0.2 Cylinder material shall be seamless alloy steel (Cr-Mo) or as per design \VV
FOR STORAGE OF approval by Chief Controller of Explosives. The neck threading shall be as per IS: | Vendor shall supply material of the cylinder as per the PESO approval (CMn) PESO approved material for cylinder is accepted \ 0
COMPRESSED NATURAL GAS|3224 or as per design approval by Chief Controller of Explosives. T :
Page No. 104 /ﬁ
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i ? dedias - Limited, for th iod of 01 year Bid Document No.: CUGL/C&P/TEN2526/09 dated
..Mm Bid Document for the Rate Contract for Procurement of cascades for City Gas Distribution project of M/s. Central U. P. Gas Limited, for the period o y 21.05.2025 (NIC Tender ID : 2025.CUGL_236078_1)

M“. Clause No. Clause Details Bidder’'s Queries/ Observation/Comments CUGL Response
Tech
Specifications/Scope of 2
Supply Vendor shall carry out 4-G static calculation of one complete assembles cascade
10 Inspection and Testing with m_._ the cyl im__.m Eo.::nma and filled land submit the same for Only 4G Mathematical calculation shall be provided. Accepted.
Page No. 103 Owner/Consultant’s review.
15.0 COMPLETION @ Delivery within 10 weeks from the date of first notification of award for 1st
SCHEDULE Lot.
Page no. 92 @ In multiple lots as and when required and within 10 Weeks from the date of | considering the remote locations of the order, kindly consider delivery period within 14-16 | Delivey will be with in 14 weeks from the date offirst notification of
11 Intimation by CUGL and within a period of One (01) year from Fax of weeks from the date of intimation/Release note or approval of drawings and QAP award/intimation by CUGL.( inclusive of time required for approval of
Indent/Letter of Intent. CUGL will provide call out orders for the required nos. | \hichever is later. drawings and QAP)
of Static cascades within a period of 01 (one) year from the date of LOL
15.0 COMPLETION m the date of first notification of award for 1st
SCHEDULE

ication of

@ In multiple lots as and when required and 10 Weeks from the date of | pelivery Schedule - 1st lot of CNG cascades comprising of 3000 WL & 4500 WL sta Delivey will be with in14 weeks from the date offirst not
gs and QAP)

12 Page no. 92 Intimation by CUGL and within a per on. of One (01) year from Fax of ; from 16 weeks after the date of reciept of PO and approved drawing whichever is later . award/intimation by CUGL.( inclusive of approval of dra
Indent/Letter of Intent. CUGL will provide call out orders for the required nos.  [FQA is only an intimation
of Static cascades wi aperiod of 01 (one) year from the date of LOL

Technical The frame structure of each cascade shall be capable of withstanding 4g impact
Specifications/Scope of  |(four times gravity) from any direction without any distortion. Vendor to test
Supply one frame for satisfactory performance, strength and stability.Test results /
Calculations and report shall be submitted to CUGL. g
13 Cascade Frame 2 No 4g test results and /or reports, we wi provide calculation only Accepted.
Supplier shall submit structural drawing of the frame giving details of the steel,
Page No. 101 welding procedure, corrosion protection for approval of CUGL before
commencing fabrication work.
Page No.102 signal red on cylinder neck Accepted.
14 white same as cylinder shell as per revised standard
The paint shall be chosen, primed and applied as to have a service life of ten
years. The exterior surface ed to be corrosion free for ten yearsand to | warranty shall be provided as per clause 3 (Page-103)of this tender document. No extended et
15 Page No.102 have fade free life without oxidation of paint surface for five years in an warranty for paint (10/5 years) Pies
environment of bright sun light with an intense UV CONTENT.
The frame structure of each cascade shall be capable of withstanding 4g (four
times gravity) A g
16 Page No.110 impact from any direction without any distortion. Ok, we will provide calculations only. No 4g test results and/or reports. ccepted.
17 83 3/87 Copper.tube loops W: Vent Manifold and their interconnection should be Interconnecting tube of vent manifold shall be SS 316 / Copper. Kindly Approve & Confirm Accepted.
through nut and ferrule fittings
In order to keep prices more competitive request request you to approve Indian make
DAWSONTECH $S316 SS FITTINGS, VALVES, as it is approved in all major PMCs Tractabel, - : y
18 8.4 All fittings including valves shall be of SWAGELOK/ PARKER make only. VCS, MECON and is used in renowned CGD viz. HPCL, BPCL, MNGL, GUJRAT GAS, Accepted subject to submission of PTR during detailed engineering.
AVANTIKA, MGL with proven track record. We shall submit the PTR for the same. Kindly
approve
o . ; In order to keep prices more competitive request you to approve Indian make RATNAMANI : : ;
19 8.4 The piping/tubing material shall be of Sandvik/Tubacex/Parker/Swagelok $5316 SS TUBE as it s used in renowned CGD viz. IGL, MNGL, GUJRAT GAS, AVANTIKA, MGL | Accepted subject to submission of PTR during detailed engineering.
make with proven track record. We shall submit the PTR for the same. Kindly approve
Bidder Request to kindly include Superlok Make Valves, RELIEF VALVES and Fittings in the
approved Vendor List. Superlok Make Valves and Fittings are already approved in
Technical Data Sheet for | HPCL,BPCL,IOCL ,Avantika Gas and many more. 1 ; §
20 Stationary Cascade FITTINGS & VALVES &RELIEF VALVES - SWAGELOK/ / Performance Certificate, Approval Letter for your necessary information attached herewith. Accepted subject to submission of PTR duringdetailed engineering.

PgNo.: 117 OF 120 FARKER mogke We Request to kindly have a look on the attachment and
approve the Superlok Makes Valves and fittings in the
approved Vendor list.

Technical Data Sheet for
21 Stationary Cascade
PgNo.: 117 OF 120

Pressure Tubing-SS 316/316L of Bidder request Jindal Make Tubing in the approved Vendor list Same has been already Accepted subject to submission of PTR during detailed engineering.
Sandvik/Tubacex/Swagelok/Parker make approved in many CGD Companies ,|0CL ,BPCL and many more.
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Bidder are required to submit the "REPLY TO BIDDER'S QUERIES' alongwith the bid duly singed & stamped.




